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Jinan Lide Rubber & Plastic Co.Ltd.

Single-Arch Expansion Rubber Joint

The single-arch product can reduce the vibration and noise, which
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can also solve the axialllateral/angular movements/eccentric problems. W;:;:z;:;;ﬁ;’;-;’jg;g;g‘f> Tt | Tem T
Reinforcement layer of the bellows by Nylon cords and at both ends by — CETCTRN TR LT
hardened steel wire rings. The floating steel flanges are drilled according G —

to DIN, ANSI, BS, JIS and other standards. f the piping pressure is much P A comprssed s, vatr,seawter vk vaor, i, aa .

higher, reinforced bolts should be assembled together with flanges.

Single Arch-Standard Length
Dimensions Movement Distance Operating Condition
Pipe Size Statii;r?'a" Com?:):easlsion ExtAe):z:on D:::eecl;?;n Angulgr Max W-p- Max Vacuum
Inch o o, o - o= Deflection bar(psi) [(mm hg)/Kmpa
11/4" 32 95 10 6 10 25° 16(225) 700(86Kpa)
112" 40 95 10 6 10 25° 16(225) 700(86Kpa)
2" 50 105 10 6 10 25° 16(225) 700(86Kpa)
212" 65 115 15 8 12 25° 16(225) 700(86Kpa)
3" 80 135 15 8 12 25° 16(225) 700(86Kpa)
4" 100 135 20 12 16 15° 16(225) 700(86Kpa)
5" 126 165 20 12 16 15° 16(225) 700(86Kpa)
6" 150 180 20 12 16 15° 16(225) 700(86Kpa)
8" 200 205 20 12 16 15° 16(225) 700(86Kpa)
10" 250 240 30 14 25 8° 16(225) 700(86Kpa)
12" 300 260 30 14 25 8° 16(225) 700(86Kpa)
14" 350 265 30 14 25 8° 16(225) 700(86Kpa)
16" 400 265 30 14 25 8° 16(225) 700(86Kpa)
18" 450 265 30 14 25 8° 16(225) 700(86Kpa)
20" 500 265 30 14 25 8° 16(225) 700(86Kpa)
24" 600 265 30 14 25 8° 16(225) 700(86Kpa)

Single Arch-130MM

Dimensions Movement Distance Operating Condition
Pipe Size Spf:[:;t(a = Com,-;\;:::slsion Ex:e)l(':::on Dle-;ttaecrt?;n Angulgr Max W.p. Max Vacuum
Deflection bar(psi) |(mmhg)/Kmpa

Inch mm mm mm mm mm
114" 32 130 30 20 20 35° 16(225) 660(26)
112" 40 130 30 20 20 35° 16(225) 660(26)
2" 50 130 30 20 20 35° 16(225) 660(26)
212" 65 130 30 20 20 30° 16(225) 660(26)
3" 80 130 30 20 20 30° 16(225) 660(26)
4" 100 130 30 20 20 25° 16(225) 660(26)
5" 125 130 30 20 20 25° 16(225) 660(26)
6" 150 130 30 20 20 15° 16(225) 660(26)
8" 200 130 30 20 20 15° 16(225) 660(26)
10" 250 130 30 20 20 10° 16(225) 660(26)
12" 300 130 30 20 20 10° 16(225) 660(26)
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Jinan Lide Rubber & Plastic Co.Ltd.

Single-Arch Expansion Rubber Joint

Single Arch-American Standard
Dimensions Movement Distance Operating Condition
Pipe Size SPE::'?;;]) e Com':::easlsion Exl‘:::::on D';:::cri?;n Angular Maxw.p. | MaxVacuum
- " - - Deflection (psi)-3,-4 (in. of Hg)-5
Inch mm inch inch inch inch
1" 25 6" 72" 3/8" +1/2" 37 225 26
114" 32 6" 12" 3/8" +1/2" 31° 225 28
112" 40 6" 12" 3/8" +1/2" 27° 225 26
2" 50 6" 12" 3/8" +1/2" 20° 225 26
21/ 65 6" 12" 3/8" +1/2" 17¢ 225 26
3" 80 6" 12" 3/8" *1/2" 14° 225 26
4" 100 6" 314" 1w +1/2" 14° 225 26
5" 125 6" 314" 12 +1/2" 11° 225 26
6" 150 6" 34 12 12" 9° 225 26
8 200 6" 34 12 12" 7° 225 26
10" 250 8" 1 5/8" *3/4" 7° 225 26
12" 300 8" 1 5/8" *3/4" 6° 225 26
14" 350 8" 1" 5/8" 3/4" 5° 150 26
16" 400 g 1 58" £3/4" 4° 150 26
18" 450 8" 1" 5/8" +3/4" 4° 150 26
20" 500 8" 1" 5/8" 3/4" 3° 150 26
24" 600 10" 1" 5/8" +3/4" 3° 150 26
Single Arch-Jis Standard
Dimensions Movement Distance Operating Condition
Pipe Size feps:t::(n?lil)l Com':)r“easlsion E)ct.‘::'\::on D:faléecrt?oln Angulz_ar Max WD Max Vacuum
. . - - Deflection bar(psi) [(mm hg)/Kmpa
Inch mm inch inch inch inch
11/4 32 125 10 6 10 10° 16(225) 700(86Kpa)
11/2 40 125 10 [ 10 10° 16(225) 700(86Kpa)
2 50 125 10 7 10 10° 16(225) 700(86Kpa)
212 65 125 10 7 10 10° 16(225) 700(86Kpa)
3 80 125 10 7 10 10° 16(225) 700(86Kpa)
4 100 150 10 10 10 7° 16(225) 700(86Kpa)
5 125 175 10 10 10 7° 16(225) 700(86Kpa)
6 150 200 10 12 10 5° 16(225) 700(86Kpa)
8 200 200 10 12 10 5° 16(225) 700(86Kpa)
10 250 250 10 15 10 5° 16(225) 700(86Kpa)
12 300 250 10 15 10 5¢ 16(225) 700(86Kpa)
Single Arch-Domestic Market
Dimensions Movement Distance Operating Condition
Pipe Size O'all Length Com‘:axr::e:sion Exf::: on D::;Ecrﬂa;n Angu[ar Max w.p. Max Vacuum
Deflection bar(psi) (mm hg)/ Kmpa
Inch mm mm mm mm mm
11/4" 32 95 10 6 10 25° 16(225) 700(86Kpa)
11/2° 40 95 10 6 10 25° 16(225) 700(86Kpa)
2 50 105 10 6 10 25¢ 16(225) 700(86Kpa)
212" 65 115 15 8 12 25° 16(225) 700(86Kpa)
3 80 135 15 8 12 25¢ 16(225) 700(86Kpa)
4" 100 150 20 12 16 15° 16(225) 700(86Kpa)
5" 125 165 20 12 16 15° 16(225) 700(86Kpa)
6" 150 180 20 12 16 15° 16(225) 700(86Kpa)
8" 200 210 20 12 16 15° 16(225) 700(86Kpa)
10" 250 230 30 14 25 8° 16(225) 700(86Kpa)
12" 300 245 30 14 25 8° 16(225) 700(86Kpa)
14" 350 255 30 14 25 8° 16(225) 700(86Kpa)
16" 400 255 30 14 25 8 16(225) 700(86Kpa)
18" 450 255 30 14 25 8 16(225) 700(86Kpa)
20" 500 255 30 14 25 8° 16(225) 700(86Kpa)
24" 600 260 30 14 25 [ 16(225) 700(86Kpa)




