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Jinan Lide Rubber & Plastic Co.Ltd.

Spool Type Expansion Joint (ST & STF )

The spool type rubber joint is molded type, with a metal collar T N— S o e
reinforced at the neck of the body. The ST stype uses a light retaining “{’K;g,’ EX) (;im oo 75
ring to support the integral flange. STF is filled arch, with 50% of the e FLANGETHREAD GLAVP

ST allowed mavements, but i has 4 ines spring rates than hollow R R

arch.

SPOOL TYPE (ST) -American Standard ST
Dimensions Movement Distance Operating Condition
Pipe Size Lgnag[:h Flange OD Re'}':'izrngeing Com?;::slsion ExtAe):l::on D::;ecrl?;n DAl;llgulgr Ma?( v:\;.p. Max \;acuugl
Inch mm Inch Inch Inch Inch Inch Inch eflection | (pel)-3,4 | (in. of Ha)-
2" 50 6" 6" 3/8" 7/16" 1/4" +1/2" 19° 150 26
212" 65 6" 7" 3/8" 7/16" 1/4" *1/2" 15¢ 150 26
3" 80 6" 712" 3/8" 7i16" 14" +1/2" 13° 150 26
4" 100 6" 9" 3/8" 716" 14" 212" 10° 150 26
5" 125 6" 10" 3/8" 7/16" 14" £1/2" 8° 150 26
6" 150 6" 11" 3/8" 716" 1/4" x1/2" [ 150 26
8" 200 6" 13 172" 3/8" 11/16" 3/8" +1/2" [ 150 26
10* 250 8" 16" 3/8" 11/16" 3/8" +1/2" 5¢ 150 26
12" 300 8" 19" 3/8" 11/16" 3/8" +1/2" 5° 150 26
14" 350 8" 21" 3/8" 11/16" 3/8" +1/2" 4° 150 15
16" 400 8" 231/2" 3/8" 11/16" 3/8" +1/2" 4° 150 15
18" 450 8" 25" 3/8" 11/16" 3/8" +1/2" 3° 150 15
20" 500 8" 27 112" 3/8" 13/16" 716" +1/2" 3¢ 150 15
24" 600 10" 32" 3/8" 13/16" 716" £1/2" 3° 150 15
SPOOL TYPE: FILLED ARCH (STF) -American Standard STF
Dimensions Movement Distance Operating Condition
Pipe Size Leonzl:h Flange OD Re‘:‘:lir;::‘r?esR;ng Com/:n):leaslsion EXQAE)I(':::OH D(l;:‘ei:rt?én Angulgr Ma?‘ W-p. Max Vacuum
inch | mm | Inch Inch Inch Inch Inch Inch | Defection | {psi}3-4  (in. of Hg)-5
2" 50 6" 6" 3/8" 7/32" 1/8" +1/4" 9.5° 150 26
21/2" 65 6" 7 3/8" 7/32" 1/8" +1/4" 7.5° 150 26
3" 80 6" 712" 3/8" 7/32" 1/8" =1/4" 6.5° 150 26
4" 100 6" 9" 3/8" 7/32" 1/8" +1/4" 5 150 26
5" 125 6" 10" 3/8" 7/132" 1/8" £1/4" 4¢ 150 26
6" 150 6" 1" 3/8" 732" 1/8" +1/4" 3¢ 150 26
8" 200 6" 131/2" 3/8" 11/32" 3/16" +1/4" 3 150 26
10" 250 8" 16" 3/8" 11/32" 3/16" =1/4" 2.5° 150 26
12" 300 8" 19" 3/8" 11/32" 3/16" +1/4" 2.5° 150 26
14" 350 8" 21" 3/8" 11/32" 3/16" +1/4" 2¢ 150 15
16" 400 8" 231/2" 3/8" 11/32" 3/16" +1/4" 2° 150 15
18" 450 8" 25" 3/8" 11/32" 3/16" 14" 1.5° 150 15
20" 500 8" 27 1/2" 3/8" 13/32" 7/32" =1/4" 1.5° 150 15
24" 600 10" 32" 3/8" 13/32" 7/32" =1/4" 1.5° 150 15




